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other engine design and operating
characteristics.

(1) Light heavy-duty diesel engines
usually are non-sleeved and not de-
signed for rebuild; their rated horse-
power generally ranges from 70 to 170.
Vehicle body types in this group might
include any heavy-duty vehicle built
for a light-duty truck chassis, van
trucks, multi-stop vans, recreational
vehicles, and some single axle straight
trucks. Typical applications would in-
clude personal transportation, light-
load commercial hauling and delivery,
passenger service, agriculture, and con-
struction. The GVWR of these vehicles
is normally less than 19,500 1bs.

(2) Medium heavy-duty diesel engines
may be sleeved or non-sleeved and may
be designed for rebuild. Rated horse-
power generally ranges from 170 to 250.
Vehicle body types in this group would
typically include school buses, tandem
axle straight trucks, city tractors, and
a variety of special purpose vehicles
such as small dump trucks, and trash
compactor trucks. Typical applications
would include commercial short haul
and intra-city delivery and pickup. En-
gines in this group are normally used
in vehicles whose GVWR varies from
19,500-33,000 1bs.

(3) Heavy heavy-duty diesel engines
are sleeved and designed for multiple
rebuilds. Their rated horsepower gen-
erally exceeds 250. Vehicles in this
group are normally tractors, trucks,
and buses used in inter-city, long-haul
applications. These vehicles normally
exceed 33,000 1bs GVWR.

Useful life means:

(a) For light-duty vehicles a period of
use of 5 years or 50,000 miles, whichever
first occurs.

(b) For a light-duty truck engine
family, a period of use of 11 years or
120,000 miles, whichever occurs first.

(c) For a gasoline-fueled heavy-duty
engine family (and in the case of evap-
orative emission regulations, for gaso-
line-fueled heavy-duty vehicles), a pe-
riod of use of 8 years or 110,000 miles,
whichever first occurs.

(d) For a diesel heavy-duty engine
family:

(1) For light heavy-duty diesel en-
gines, a period of use of 8 years or
110,000 miles, whichever first occurs.
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(2) For medium heavy-duty diesel en-
gines, a period of use of 8 years or
185,000 miles, whichever first occurs.

(3) For heavy heavy-duty diesel en-
gines, a period of use of 8 years or
290,000 miles, whichever first occurs.

(e) As an option for both light-duty
truck and heavy-duty engine families,
an alternative useful life period as-
signed by the Administrator under the
provisions of paragraph (f) of §86.085-21.

(f) The useful-life period for purposes
of the emissions defect warranty and
emissions performance warranty shall
be a period of 5 years/50,000 miles
whichever first occurs, for light-duty
trucks, gasoline heavy-duty engines,
and light heavy-duty diesel engines.
For all other heavy-duty diesel engines
the aforementioned period is 5 years/
100,000 miles, whichever first occurs.
However, in no case may this period be
less than the manufacturer’s basic me-
chanical warranty period for the en-
gine family.

[48 FR 33462, July 21, 1983, as amended at 48
FR 52184, Nov. 16, 1983; 52 FR 47863, Dec. 16,
1987]

§86.085-20 Incomplete vehicles, classi-
fication.

(a) An incomplete truck less than
8,500 pounds gross vehicle weight rat-
ing shall be classified by the manufac-
turer as a light-duty truck or as a
heavy-duty vehicle. Incomplete light-
duty trucks shall be described in the
manufacturer’s application for certifi-
cation. The frontal area and curb
weight used for certification purposes
shall be specified on the label required
in §86.085-35(d). Incomplete heavy-duty
trucks must be labeled as required in
§86.085-35(e) and §86.085-35(g).

(b) [Reserved]

[48 FR 1439, Jan. 12, 1983]

§86.085T37 Production vehicles and
engines.

(a) Any manufacturer obtaining cer-
tification under this part shall supply
to the Administrator, upon request, a
reasonable number of production vehi-
cles (or engines) selected by the Ad-
ministrator which are representative of
the engines, emission control systems,
fuel systems, and transmission offered
and typical of production models avail-
able for sale under the certificate.
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